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BESTAR Material No. Grade AISI JIS

Chemical Composition [%] Stainless Steel
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Characteristics

Heat Treatment Tempering Diagram

The material BE4112 is the ideal grade for industrial applications where exceptional corrosion resistance, 
wear resistance and higher hardness are crucial considering its high carbon, chromium, and molybdenum 
content. When properly hardened & tempered, this grade is able to be used in highly corrosive environ-
ments such as factory ships processing fish directly on board. This makes it a perfect steel for the entire 
food industry. 
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Hardening, Tempering, Annealing

www.BESTAR-STEEL.com

Delivery Options 

Applications

BESTAR does not assume any responsibility for the correctness of the information provided in this data sheet. The data sheet is intended only for informational purposes. All informa-
tion, particularly chemical composition, is subject to change without prior notice. Applications mentioned are solely meant to be a reference. We do not certify the grade’s suitability for 
any application. International and German standards may vary in their chemical analysis. 
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Annealing

Hardening

Stress Relieving

Tempering

4112

	� 780-840°C / 1435-1545°F 	� Approx. 650°C / 1200°F

	� Austenitizing temperature 
	 1020-1050°C / 1870-1920°F
	� Quenching medium: oil

	� 100-200°C / 210-390°F
	� Slow heating to tempering temperature 	

	 immediately after hardening
	� Time in furnace minimum 2 hours. 
	� Cooling in the furnace until the tempera-	

	 ture have fallen below 100°C / 210°F
	� The desired hardness values are shown 	

	 on the tempering diagram

	� Annealed
	� Hardened and tempered

	� Annealed
	� Hardened and tempered
	� Ground surface

	� Cutting tools for the food industry
	� Chef‘s knives
	� Surgical instruments

	� Packaging knives
	� Plastic granulator knives

Cross Rolled Sheets Discs

Flat / Round Bar

	� Annealed


